PRODUCT BULLETIN GYPSUM BACKERBOARD | BULLETIN NO: 8-8
GYPSUM PRODUCTS ~1/2" ACOUSTIBAK DATE: 1/15/8% . :.
1/2" LONG LATH PAGE: 1 of 2
CANCELS: e
ASTM Cd42 or C37 DATE: 12/31/67

'

PRODUCING PLANTS: Long Beach, Antioch, Ssattle, Rosarte, Jocksonville and Delanco

" Long Jack-
Core Formula: (Pounds par MSF) Beach Antioch  Seattle  Rosaric  sonville Delanco

Board Stucco {5=1, 5=2) 1250-1400 1250-1400 1250-1400 1250-1400 1250-1400 1250-1<

Paper Fiber (8-G-1) . 15-22 15-22 15-22 15-22 15«22 15-22
Starch (RM-B-11) 7-10  7-10 7-10 7.0 7-10 7-10
Daxtrose {RM-B-3) 0-3 -3 -3 0-3 0-3 03

Core Foaming Agent:

ALS B-Gel)  0.2-1.7 - - 0.2-1.7 0.2-1.7 .0.2-1.
AAS (8-G-1) - 0210 02410 - - -
Lignin (B-G-1) - 2.5-3.5 3.0-4.0 5.0-7.0 2.5-3.5 2.5-3.5 5.0-7.
End Trim (B-G-1) 20-35  10-30  20-35 - 20-35  20-3¢

Potassium Sulfate (3-G=1)  0.5-2.0 0.2-2.0 0.5-2.0 None 0.5-2.0 0.5-2.
Retarder (B=G-1) MNone 0-0.5 None 0+0.5 None None
Hydrated Lime  (RM=P-3) 0-0.75 0-0.75 0-0.75 0-0.75 0-0.75 0-0.

Paper Liners: Coreboard Paper on both sides. (RM=B-1-A,C) Grayback may be ysed
on back of 4" wide Bockerboard.

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B=G -2 for General Specification:

1. Slurry Setting Time, minutes 2 -4
2. Wat Slurry Weight, (Pounds per ¢.f.) 68 - 78 <
3. Wat Compressive Strength, (P.5.1,) 200 - 400

4. Edges - Tongue and Groove for 24" nominal width,
- Square for 48" width,
_ KG2000572
5. Liner Absorption Correction = Apply @ 0.5 to 1.0 parcent solution of wetting cgent ‘o
the back and foce of the Lath (Sece Process Bulletin 3-G-1). Liner aksorption tests
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DATE: 1/29/62

. PRODUCT SPECIFICATIONS: (Refer to Prcduct Bulletin B-G-4 for Gereral Specifications.)

CALL PLANTS

Wet Welght ({Ibs /M :q.ft.)

Dry Weight ({Ibs./M sq.ft.)
Evaporation Lot (Ibs./M sq.ft.)

Thickness = Average (inch) o

= Individial reading ({inch)

Edge Hardness ot Take-cff  (Lbs.) 8

End Peel after Sawing {inch)

Elexural Strergth, minimum
Acrqzi grain (Ibs.)
Pazallel "

Deflection ot Bresk, min'mum
Across grain (Inch)
Parelle! "

Punch Test, Ibe,

Twist Test, maximum split
. Face (inch)
hck 1

Hammer Losc Test, decigroms
Individugl Test; maximem

Bond at High Humidity, meximum peel
Face (inch)
Mck "

A'l;"-Of;;ﬁon rcte, Face and Back (second)
*NOTE: Byndle 1/2" Acoustibak with /2" Accuitibak Bun
with ploin tope and stemp tope with 1/2" Lerg Lath,

-

2600 - 2875

1700 = 1900, average 1825

- 800 - 1070

480 - ,505

+.010 frem Avg.

.0 min., 18 max., 13 average

1/8 moximum

140
45

¢.30
0'20
600 - 900

3/4
3/4

10.0

/2
V2 -

300 maximum .For lath
dling Tepe. Bundle 1/2" Long Lat:
KG2000573




